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PZ-S100

PZ-S400

Professional Two-way Radio

Since 1971, UNIMO always provides
New Paradigm for Wireless Communications!

FE (€ IP54(IP67) MIL-STD 810

Special Features

Earpiece Auto—sensing

Battery Gauge(LED)

Scrambler & Descrambler

Remote Stun & Revive(by 5—-tone)
Emergency Function

Two—pin Audio Connector

High—quality Audio Output(@40 Speaker)
Noise Reduction by Compander IC
Whisper Mode

Equalizer

Main Features

VHF(136-174MHz) / UHF(400-512MHz)

16 Channels Selectable

Programmable 12.5KHz & 25KHz Channel Spacing
Normal Scanning & Priority Scanning

FCC / CE / IP54(IP67) / MIL-STD 810E/F
CTCSS / DCS / User Defined CTCSS, DCS
DTMF Encoder

2-tone Paging / Decoder

TOT / BCL / BCLO

High & Low Power Selectable

10 Steps Squelch Control(0~9)

Monitor

VOX

Easy Cloning

PC Programming(USB type connector)

PC Tuning

Power Saving

Flash CPU

2 Programmable Function Buttons

Mute Call(5-tone, DTMF)

UNIMO Technology Co., Ltd.




16 Channels 5W Portable PZ-S$100 / PZ-S400

Antenna

Channel Knob

Emergency Button On/0ff Volume

Rx/Tx Lamp

Ear/Mic Jack
(Two—Pin type)
PTT Button Speaker
Belt Clip

Monitor Button Microphone

Battery

Battery Locker

Specifications
I
GENERAL

A 400 ~ 450MHz
Frequency Range 136 ~ 174MHz B: 420 ~ 470MHz
C: 470 ~ 512MHz

Frequency Stability +2 5PPM
Channels 16
Channel Spacing 12.5KHz [ 25KHz
Antenna Impedance Helical Antenna 50Q Whip antenna 500
Power Source 7.5V DC / 2200mAh Li-ion (2600mAh optional)
RX mode, rated audio out: 320mA (Audio Max)
Power Consumption (Max) TX mode: 1.6AH
Standby mode: 55mAH
Operating Temperature -30 ~ +60C
Dimensions 103.6mm(H) X 53mm(W) X 32.5mm(D)
Weight 126.7g (Without battery) / 257.2g (With battery)
TRANSMITTER
HI (5.0W HI (4.0W
Power Output LOW( (2_0\)\1) LOW( (2.0V)V)
Spurious and Harmonic 65dB
FM Hum and Noise 40(12,5KHz), 45dB(25KHz)
RECEIVER
Sensitivity .282uV 12 dB SINAD
Selectivity 60dB (12.5KHz), 65dB(25KHz)
Spurious and Harmonic Rejection 70dB
Audio Output Power 1 Watt across an 16—ohm load
Audio Distortion Less than 5% at rated output
Accessories

Rapid Deskiop Charger Li-ion Battery 2200mAh Speaker Mic. Throat Vibration Mic. Ear Mic.
CHZ-265FB PBZ-2220LB USM-PX001 UVM-PX001 UEM-PX005
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